References


References


Central Valley Regional Water Quality Control Board (1993), Order No. 93-100, Waste Discharge Requirements for University of California Lawrence Livermore National Laboratory Sit 300 and U.S. Department of Energy, Landfill Pits 1 and 7, San Joaquin County (June 25, 1993).

Central Valley Regional Water Quality Control Board (1998), Revised Monitoring and Reporting Programs No. 93-100 and 96-248, Lawrence Livermore National Laboratory Site 300 and U.S. Department of Energy, Landfill Pits 1 and 7, San Joaquin County (June 25, 1993).

References


Cooperrider, A. Y., B. J. Boyd, and H. R. Stuart, eds. (1986), Inventory and Monitoring of Wildlife Habitat, U. S. Department of Interior, Bureau of Land Management, Service Center, Denver, CO.


References


Ferry, L., T. Berry, and D. MacQueen (1998), *Post-Closure Plan for the Pit 6 Landfill Operable Unit Lawrence Livermore National Laboratory Site 300*, Lawrence Livermore National Laboratory, Livermore, CA (UCRL-AR-128638).


References


References

Gudiksen, P. H., C. L. Lindeken, C. Gatrousis, and L. R. Anspaugh (1972), *Environmental Levels of Radioactivity in the Vicinity of the Lawrence Livermore Laboratory, January through December 1971*, Lawrence Livermore National Laboratory, Livermore, CA (UCRL-51242).


Heffner, B. (1998), Third Site 300 Environmental Restoration Fact Sheet, Lawrence Livermore National Laboratory, Livermore, CA.


Homann, S. G. (1994), HOTSPOT Health Physics Codes for the PC, Lawrence Livermore National Laboratory, Livermore, CA (UCRL-MA-10615).


International Committee on Radiation Protection (ICRP) (1994). *Dose Coefficients for
Intakes of Radionuclides by Workers*. Publication 68, Vol. 24, No. 4, Pergamon
Press, Oxford.

International Committee on Radiation Protection ICRP (1996). “Compilation of
Ingestion and Inhalation Dose Coefficients.” In *Age-dependent Doses to Members of
ICRP No. 72 ISSN 0146-6453, Pergamon Press, Oxford.

Study Report for the LLNL Livermore Site*, Lawrence Livermore National
Laboratory, Livermore, CA (UCRL-AR-104040).

Jakub, B. (1998), Action Memorandum for the Building 815 Operable Unit Removal
Action at Lawrence Livermore National Laboratory Site 300, August 1998.

September 1989*, Lawrence Livermore National Laboratory, Livermore, CA
(UCAR-10194-89-3).

Lamarre, A. L., ed. (1989b), *LLNL Site 300 Environmental Investigations Quarterly,
October–December 1989*, Lawrence Livermore National Laboratory, Livermore,
CA (UCAR-10194-89-4).

Lamarre, A. L. (1989c), *Lawrence Livermore National Laboratory Site 300 Environmental
Restoration Work Plan*, Lawrence Livermore National Laboratory, Livermore, CA
(UCAR-10247 Rev. 1).

GSA Ground Water Treatment Systems at Lawrence Livermore National Laboratory

GSA Ground Water Treatment Systems at Lawrence Livermore National Laboratory

GSA Ground Water Treatment Systems at Lawrence Livermore National Laboratory
Site 300*, August 30, 1998.
References


Lamarre, A. L., and M. J. Taffet (1989), *Firing Table Gravel Cleanup at Lawrence Livermore National Laboratory Site 300*, Lawrence Livermore National Laboratory, Livermore, CA (UCAR-10282).


San Francisco Bay Regional Water Quality Control Board (RWQCB) (1996), Letter from Loretta Barsamian and Richard McMurtry, RWQCB Executive Officer and Ground Water Protection and Waste Containment Division Chief, respectively, to Paul Ko, DOE Project Manager, stating that no further remedial action related to the fuel hydrocarbons is required, dated October 30, 1996.


Stone, R., and M. R. Ruggieri (1983), Ground-Water Quality and Movement at Lawrence Livermore National Laboratory, Lawrence Livermore National Laboratory, Livermore, CA (UCRL-53474).


Taffet, M. J., J. A. Oberdorfer, and W. A. McIlvride (1989b), Remedial Investigation and Feasibility Study for the Lawrence Livermore National Laboratory Site 300 Pit 7 Complex, Lawrence Livermore National Laboratory, Livermore, CA (UCID-21685).


References


References


References


Vogele, T. J., P. F. McKereghan, R. Gelinas, and A. F. B. Tompson (1996), Technical Note: Preliminary 3D Simulations of Contaminant Migration in and Removal from Ground Water at the LLNL’s Livermore Site, Summary of First Interim Results, TFA Area, Lawrence Livermore National Laboratory, Livermore, CA (MI-ERD/LS/3DIR:1).


